
0,46 m²
0,46 m²
0,46 m²
0,46 m²

3 mm
4 mm
5 mm
7 mm

9,32 m²
6,99 m²
6,99 m²
9,32 m²

298,30 m2

433,47 m²
349,58 m²
242,37 m²

3 mm ≤19 dB  /  150 kPa  /  <1 mm  /  0,043 m2K/W  /  0,02 m  /  E� 

4 mm ≤19 dB  /  150 kPa  /  <1,6 mm  /  0,057 m2K/W  /  0,02 m  /  E� 

5 mm ≤19 dB  /  150 kPa  /  <2 mm  /  0,071 m2K/W  /  0,03 m  /  E� –
7 mm ≤19 dB  /  150 kPa  /  <2,9 mm  /  0,1 m2K/W  /  0,04 m  /  E� –

NR KAT. / КАТ. № / CAT. NO

614026 3 mm 9,32 m² 298,30 m2

680465 4 mm 6,99 m² 433,47 m²
647918 5 mm 6,99 m² 349,58 m²
647925 7 mm 9,32 m² 242,37 m²
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Подложка asic ood ature CEZA - это натуральная подложка для плавающих полов (т.
e. ламинированных панелей, паркетной доски) из древесных волокон. Приглушает ударные
шумы, раздающиеся при ходьбе, выравнивает основание поверхности, а также уменьшает
скрипение пола. олщина подложки составляет 3 мм,  мм, или мм. Продукт изготовлен
с помощью экологичных технологий. Для дополнительной пароизоляции рекомендуется
использование пароизоляционной пленки asic Izopar.

asic ood ature underlay is a natural underlay for floating floors (i.e. laminate, three-layer
planks) made from naturalwoodfibres. It mufflesvibrations, levels the base and reduces squeak-
ing sounds of floors. Available thickness is 3, , and mm. asic ood ature underlay is pro-
duced by environment friendly technology. It is recommended to use it together with Cezar asic
Izopar – the vapour retarder film.

ZASTOSOWANIE    APPLICATION

W IAR     DI ENSIONS
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