
2 mm ≤28% /  ≤19 dB /  70 kPa (±10) /  1,4 mm /  0,054 m2K/W /  20 m /  E� 

NR KAT. / КАТ. № / CAT. NO

687600 2 mm 15 m² 300 m²

PRO SO8ND PROTECT

SRXQG PURWHFW Ƨ SRGNôDG ]EXGRZDQ\ MHVW ] SLDQNL SROLROHǆQRZHM R ]DPNQLÖW\FK NRP´UNDFK, 
VSHôQLDMÆF\ WHFKQLF]QH Z\PDJDQLD  EPLF GRW\F]ÆFH SRGNôDG´Z ODPLQRZDQ\FK� PUR SRXQG PUR-
WHFW SURGXNRZDQ\ MHVW EH] Xĥ\FLD &F& �IUHRQX� L +&F& �ZRGRURFKORURǇXRURZÖJORZRGRUX� L QLH 
]DZLHUD SODVW\ǆNDWRU´Z, PHWDOL FLÖĥNLFK RUD] LQQ\FK VXEVWDQFML QLHEH]SLHF]Q\FK� PRGNôDG GH-
G\NRZDQ\ GR Sô\ZDMÆF\FK SRGô´J ODPLQRZDQ\FK L SDUNLHW´Z�
WôDĊFLZRĊFL� Ʊ DRVNRQDôH Z\FLV]HQLH Xĥ\WNRZDQ\FK SRPLHV]F]Hö L W\FK SRQLĥHM Ʊ DXĥD Z\-
WU]\PDôRĊÈ QD ĊFLVNDQLH Ʊ NLVNL RS´U FLHSOQ\ LGHDOQ\ GR RJU]HZDQLD SRGôRJRZHJR Ʊ DXĥD ]GRO-
QRĊÈ GR Z\U´ZQ\ZDQLD SXQNWRZ\FK QLHU´ZQRĊFL�
Подложка P5O 6ound Protect – это подложка, состоящая из пенополиолефина с закрытой
ячеистой структурой. Производится без использования хлорофторуглерода (фреона) и
ГХФУ (гидрохлорфторуглерода). Не содержит пластификаторов, тяжелых металлов и иных
опасных веществ. Подложка предназначена для ламината и паркетов.
Характеристики: Ʊ Идеальная звукоизоляция в используемом помещении и помещениях
ниже этажом Ʊ Высокая прочность при сжатии Ʊ Ŗчень низкая теплопроводность, идеаль-
ная для полов с подогревом Ʊ Высокая способность к выравниванию точечных неровностей.
P5O 6ound Protect – is a physically crossed-linked closed cell polyolefin foam. The underlay is
manufactured without C)Cs ()reon) and +C)Cs (hydrochlorofluorocarbon), contains neither
plasticizers norheavymetals orotherhazardous substances.The underlayis applicable for lami-
nate floating floors and parquet floorings.
Features: Ʊ Ideal impact sound improvement Ʊ +igh compressive strength Ʊ Very low thermal re-
sistance and thus ideal for underfloor heating Ʊ Punctual conformability to even out unevenness
of subfloor.
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15 m² 300 m²
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