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1. Manufacturer Cezar Manufacturing company Dariusz Bogdan Niewiński Strefowa 
2, 19-300 Ełk, Poland 

2. Product type Aluminium socle plinth LP80 

3. Description of the 
materials used for 
production 

Aluminium 

4. Product description The LP80 aluminum socle plinth is a finishing element that is 
characterized by unicqe aesthetic values. The LP80 skirting board is 
made of aluminum - an extremely durable material that is 
characterized by impact resistance and resistance to moisture. 

 

5. Installation 
instructions 

Mounting with glue (recommended Creativa C300 mounting glue). 
Clean the surface of impurities, and then apply glue along the entire 
length of the skirting board. Put the strip on the other surface, press 
down firmly for a few minutes. Let the glue dry. The adhesive hardens 
after approximately 24 hours. 

6. Quality parameters Color: consistent with the catalog number 
Odor: odorless 
Length: as declared on the package  
Shape: consistent with the catalog number 
The product has been tested in accordance with the factory quality 
control procedures. The company is certified for compliance with the 
ISO 9001: 2015 standard 

7. Transport and storage In original closed packages, under normal storage conditions. 
Protect against direct exposure to rays solar panels 

8. Safety tips It is not subject to labeling on the basis of Polish and European 
regulations on hazardous materials. The product does not spread fire 

9.  Warranty Due to the warranty - 2 years. 

* data sheet attached 

 

 


